
 

 

 

 

 

1. Identification  

 

 

 

 

Manufacturer/Importer/Supplier/Distributor information 

Manufacturer  
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of identification  
SDS number Recommended 

RelaTECH Semi Synthetic Coolant 380 

Not applicable  

Company name  

 
 

Information)  

Emergency telephone 

Emergency telephone 

2. Hazard(s) identification  

Physical hazard 

 
 
 
 
 
 
 

Signal word  

 

 Prevention  

Response  
 
 
 
 
 
 
 

 

Hazard(s) not otherwise 

classified (HNOC)  

 

RelaDyne, LLC 
9395 Kenwood Rd, Suite 104 
Blue Ash, OH 45242  
888-830-3156 
www.reladyne.com 
 
INFOTRAC    800-535-5053 
 
 
 
 

Not classified  

 Category 1  

Sensitization, skin 

Not classified  

Not classified  
 
 
 
 
 
 
 
 

Causes serious eye irritation. May cause an allergic skin reaction.  

Avoid breathing dust/fume/gas/mist/vapors/spray. Wash thoroughly after handling. Wear 

IF IN EYES: Rinse cautiously with water for several minutes.  Remove contact lenses, if present 

SKIN: Wash with plenty of soap and water. If skin irritation or rash occurs: Get medical  
 

for  
breathing. Call a POISON CENTER or doctor/physician if you feel unwell. IF exposed or if you feel 
unwell: Call a POISON CENTER or doctor/physician. Take off contaminated clothing and wash  
before reuse. Collect spillage.  

Store in a well ventilated place. Keep container tightly closed. Protect from sunlight. Store away 
from incompatible materials. Store in accordance with local/regional/national/international  

Dispose of contents/container in accordance with local/regional/national/international regulations. 

 



 

 

3. Composition/information on ingredients  

Chemical name Common name and synonyms CAS number % 

SEVERELY-HYDROTREATED 64742-52-5 10-20 
NAPHTHENIC PETROLEUM 

DIETHYLENE GLYCOL MONOBUTYL ETHER 112-34-5 1-5 

HEXAHYDRO-1,3,5-TRIS (2-HYDROXETHYL)-S-TRIAZINE 4719-04-4 1-5 
 

Other components below reportable levels  

*Designates that a specific chemical identity and/or percentage of composition has been withheld as a trade secret  
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Skin contact  
 
 

 

Ingestion  
 
 

Most important  

delayed  

 

medical attention and special 

General information  

 

5. Fire-fighting measures  

Suitable extinguishing media  

 

the chemical  

Special   protective   equipment 

Fire fighting  

equipment/instructions 

 

General fire hazards  

If breathing is difficult, remove to fresh air and keep at rest in a position comfortable for breathing. 

intended use, this material is not expected to be an inhalation hazard.  

Immediately flush with plenty of water for at least 15 minutes while removing contaminated clothing 
and shoes. If skin irritation occurs: Get medical advice/attention. Wash contaminated clothing  

 

present and easy to do. Continue rinsing. If eye irritation persists: Get medical advice/attention. 

so that stomach content doesn't get into the lungs. Get medical advice/attention if you feel unwell. 

Severe eye irritation. Symptoms may include stinging, tearing, redness, swelling, and blurred  

 

Provide general supportive measures and treat symptomatically. Symptoms may be delayed.  
 
 

If exposed or concerned: Get medical advice/attention. Show this safety data sheet to the doctor in 

 
 

Foam. Dry chemicals. Carbon dioxide (CO2). Use extinguishing measures that are appropriate to 

Do not use water jet as an extinguisher, as this will spread the fire.  
 

During fire, gases hazardous to health may be formed.  
 

Wear suitable protective equipment.  
 

Use standard firefighting procedures and consider the hazards of other involved materials. Move 
containers from fire area if you can do so without risk.  

Use standard firefighting procedures and consider the hazards of other involved materials. In the 

Personal precautions,  

protective equipment and  

emergency procedures  

 

Keep unnecessary personnel away. Keep people away from and upwind of spill/leak. Wear 
appropriate protective equipment and clothing during clean-up. Do not breathe mist or vapor. Do 
not touch damaged containers or spilled material unless wearing appropriate protective clothing. 

contained. For personal protection, see section 8 of the SDS.  



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Occupational exposure limits  

Type Value 

SEVERELY-HYDROTREAT PEL 5 mg/m3 
ED     NAPHTHENIC 
PETROLEUM (CAS 
64742-52-5) 

U.S. - NIOSH 

Type Value 

SEVERELY-HYDROTREAT STEL 10 mg/m3 
ED NAPHTHENIC 
PETROLEUM (CAS 
64742-52-5) 

TWA 5 mg/m3 

ACGIH 

Type Value 
 
 
 
 
 
 
 
 
 
 

Individual protection measures, such as personal protective equipment  

Eye/face protection Wear safety glasses with side shields (or goggles). Do not get in eyes. Eye wash fountain is 

recommended. 

Skin protection 

Hand protection Use protective gloves made of: Nitrile. 

Other Wear suitable protective clothing and gloves. 

Respiratory protection In case of insufficient ventilation, wear suitable respiratory equipment. 

Thermal hazards Wear appropriate thermal protective clothing, when necessary. 
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containment and cleaning up  
 
 
 
 
 
 
 
 
 
Environmental precautions  

 

 

7. Handling and storage  

 
 

Conditions for safe storage,  

including any incompatibilities  

 

 

divert vapor cloud drift. Dike the spilled material, where this is possible. Cover with plastic sheet to 

Small Spills: Wipe up with absorbent material (e.g. cloth, fleece). Clean surface thoroughly to 

Never return spills to original containers for re-use. For waste disposal, see section 13 of the SDS. 

 
 

of ignition. Avoid contact with eyes. Avoid prolonged exposure. Provide adequate ventilation. Wear 

material to freeze. If frozen, product may separate. Thaw completely at room temperature and stir 

 
DIETHYLENE GLYCOL 

 

controls  

 

TWA 
 
 
 

Good general ventilation (typically 10 air changes per hour) should be used. Ventilation rates 



 

 When using, do not eat, drink or smoke. Do not get in eyes, on skin, on clothing. Always observe 

considerations

9. Physical and chemical properties 

Appearance

Color

Odor threshold Not available. 

pH 9.3-9.8 Typical 

Melting point/freezing point < 32 ÁF (< 0 ÁC) 

Initial boiling point and boiling > 212 ÁF (> 100 ÁC) 

Flash point Not applicable 

Evaporation rate

Flammability (solid, gas) Not applicable 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

11. Toxicological information 

Information on likely routes of exposure 
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Vapor pressure  

Vapor density 

(n-octanol/water)  

Decomposition temperature 

Viscosity  

Other information  

 pH in aqueous solution  

 

VOC ASTM D2369  

10. Stability and reactivity  

Reactivity  

Conditions to avoid  

products  

 

13 %  

 

The product is stable and non-reactive under normal conditions of use, storage and transport. 

Material is stable under normal conditions.  

No dangerous reaction known under conditions of normal use. Hazardous polymerization does not 

Heat, flames and sparks. Temperatures exceeding the flash point. Contact with incompatible 

Smoke, fumes, and oxides of carbon  

 




